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Helpful Information 
Required Measurements for Signs 

 

 

 

 

 
 

FREESTANDING SIGN 
 

PROJECTING SIGN 
 

 
 

PARALLEL OR WINDOW SIGN 
 

LETTERING AND SYMBOLS 

 

 None 
 

 External (light from outside) 
 

 Internal (light from inside) 
 

BUILDING FRONTAGE  
AND PARALLEL SIGN 

 

ILLUMINATION TYPES 
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EXCERPT FROM THE COMPREHENSIVE DEVELOPMENT ORDINANCE 

 
Sec. 7.2.1 Regulation by District 
Signs shall be permitted in each district as specified in Table 7.2.1 -1 below and as further regulated by the 
provisions of this Part. Where ot her provisions in this Article are more restrictive than Table 7.2.1 -1, the more 
restrictive provisions shall apply. 

 

Table 7.2.1-1: Sign Regulation Summary 
 Zoning District4 

Sign Type Dimensional 
Requirements 

All RCO, Residential, 
and Institutional 
Districts 

All Mixed Use 
Districts 

All Enterprise Districts 

Parallel Size 20-sf 2-sf1 2-sf1 

 Maximum Height 14-ft2 14-ft2 14-ft2 

 Illumination No Yes No 

 

Projecting Size 4-sf 4-sf 4-sf 

 Maximum Height 12-ft2 14-ft 14-ft 

 Illumination No Yes No 

 

Freestanding Size 20-sf ½-sf1 1-sf1 

 Maximum Height 6-ft 14-ft 6-ft 

 Illumination No Yes3 No 

1. Size is determined per each linear foot of building frontage allocated to the establishment 
2. Or ceiling height of the first floor, whichever is less, except in D, D-T and NMU-NAC where the sign may be 

above 14 feet as per Sec 7.2.3(a)4, Sec. 7.2.4 (c)2D, or Sec. 7.2.4(c)6C.  
3. Illuminated freestanding signs are not permitted in NMU district.  
4. No signs shall be permitted in the Urban Reserve District.  
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